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Alubond A2

Fire Retardant ACP Panel
TEST RE

NG

THE NEW CLADDING WONDER
RELEASES WATER WHEN HEATED
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ll TECHNICAL DATA SHEET Alubond
ALUBOND-STONE (FR-A2)

Alubond-Stone (FR - A2)

Panel Thickness 4 mm

Alloy Series Txxx, 3XXX, 5XXX

Width 1000 mm, 1250mm, 1500 mm
Length upfo 6000 mm

*special sizes on request, min quantity 2000sgm  (incl 1000mm width)

Dimension Tolerance

Thickness +0.05 0.5 mm
Weight +0.05 8 Kg/m?
Standard Width +2 1250 mm
Panel thickness +0.03 4 mm
@® N ®

Mechanical Properties

Alloy Txxx, Alloy 3xxx, Alloy5xxx

Section Modulus(W) DIN 53293 cm3/m 1.62 1.7 1.75

Rigidity (Poissorvs ratfio p = 0,3) DIN 53294 KN cm? /m 2300 2320 2400

Alloy EN 5733 ... ENAW-1100 ENAW-3105 EN AW-5005A
(Almgl)

Temper EN515 L. H16/H18 H14/H16 H16/18

Modulus of Elasticity EN 1999 1-1  N/mm2 >70000

Tensile Strength of Aluminium EN 485-2 N/mm?2 Rm =135 Rm = 140 Rm = 145

0.2% Proof Stress EN 485-2 N/mm?2 Rpo > 85 Rpo > 90 Rpo > 95

Elongation EN 485-2 % A A, 25 Ag,25

Linear Thermal Expansion EN 1999 1-1  mm/m @100°C 2.4
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ALUBOND-STONE (FR-A2)
Thermal Properties
Thermal resistance R ASTM C518 M2 K/W 0.007 0.009
Temperature resistance ASTM C518 °C -50....+80
Core Properties
Core EN +1:2007-13501 Mg (OH)2

A1:2009 CLAUSE 8 &
NFPA 285 /BS6853 UBC5-17

CLASS-A2,81,d0 Passed  Based polymeric
bonded core

Surface Burning test ASTME8B4 L passed
Fire Behaviour AS 1530 PART3 ... passed
Fire Behaviour BS 476 Part 6 Class 0
& Part 7 Class 1 Passed
Surface Finish Properties
Type / Finish PVDF / FEVE
Gloss @60°C ECCAT2 % PVDF 30-45 FEVE 20-80
Pencil hardness ECCAT4 ... min HB
Accoustical Properties
Sound absorbtion factor ISO354 ... 0.05
Sound fransmission Loss (Rw) ASTM EQO dB STC:26 OQITC:22
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l TECHNICAL DATA SHEET
ALUBOND-STONE (FR-BT)

Alubond-Stone (FR-BT)

Alubond A2

Fire Retardant ACP Panel

Panel Thickness 4 mm

Skin Thickness 0.5mm

Weight 7 Kg / M2

Alloy Series Txxx, 3XXX, 5XXX
Width 1250mm, 1500 mm
Length upto 6000 mm

*special sizes on request, min quantity 2000sgm  (incl 7T000mm width)

Fire Behaviour Properties

BehF(i::(\?iour Clossil;iréotion Section Number Dﬁaﬁnrggpf Testing Agency
e Lo G G wATENGIONG
EN 13501-1 B,s1,d0 1 f:,\‘jgigggf?e NO ExOVA WARRINGTON-UK
ASTME 119 Min 1 hr 42 Min fire rating - O a7 ot HESTRESEARCH
DIN4102-1  Class B Part 1 58%’_? 4N08-:2 EXOVA WARRINGTON-UK

Assembly Meet The re- As per UAE civil  Certificate

Intertek usa & Thomas

NFPA 285 Uirernents / Passed defense code No :WHIT5 - Bell Wright International
“ 4.2.6 26553701 Consultant
ASTM As per UAE civil  Certificate Intertek usa & Thomas
E84-12 Class A : Passed defense code  No:WHI15 -  Bell Wright International
4.2.4 &4.2.5 26553702 Consultant
Core Properties
Core CLASS B Mg (OH), Based polymeric bonded core
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JJ TECHNICAL DATA srieET Alubond A2
ALUBOND-STONE (FR_ Bl ) Fire Retardant ACP Panel

Mechanical Properties

Section Modulus(W) DIN 53293 cm3/m 1.62 1.7 1.75

Rigidity (Poissorvs ratio y =0,3) DIN 53294 KN cm? /m 2300 2320 2400

Aloy EN5733 ... ENAW-1100 EN AW-3105 EZ angSOOE’A
Temper EN 515 H16/H18 H14/H16 H16/18
Modulus of Elasticity EN 1999 1-1 N/mm2 >70000

Tensile Strength of Aluminium  EN 485-2 N/mm2 Rm > 135 Rm > 140 Rm > 145
0.2% Proof Stress EN 485-2 N/mm2 Rpo > 85 Rpo > 90 Rpo > 95
Elongation EN 485-2 % Ag,26 A, 25 A,25

Linear Thermal Expansion EN 1999 1-1 mm/m @100°C 2.4

Surface Finish Properties

® Type/finish e PVDF / FEVE ®
Gloss @60°c ECCAT2 % 20-45 / 20-80
Pencil hardness ECCAT4 ... min HB

Acoustical Properties

Sound absorption factor ISO354 ... 0.05

Sound fransmission Loss (Rw)  ASTME90  dB STC: 26 OITC:22

Thermal Properties

Thermal resistance R ASTM C518 M2 K/W 0.03

Temperature resistance ASTM C518 °C -50....+80

Thermal Transition

2
co-efficient () DIN 4108 W/MZ%k 5.34

_ ‘ Brochure A2 latest.indd 17 @ 2/1/2017 3:03:23 PM ‘ _



